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Typical Product Specifications & Properties

Methyl Acetate

CAS Number: : 79-20-9

Specifications | Limits

Density 0.92438

Surface Tension 24.1 dynescm (20 c)

Dielectric Constant 6.68

e

Very Soluble in water

OdorType Etherial

Odor Etherial and solvent-like, estry, fruity, winey,
cognac and rum

Taste Green, etherial, fruity, fresh, rum and whiskey-like

Specific gravity 0.92700 10 0.93200 @ 25.00 °C

Pounds/Galllon 1771410 7.755

Boiling Point 56.00 to 58.00 °C. @ 760.00 mm Hg

Boiling Point 23.00 to 24.00 °C. @ 200.00 mm Hg

GET A QUICK QUOTE 415 Huguenot Street, New Rochelle, New York 10801

Disclaimer: this is a web generated product specification and property document. All information on this document is subject to reconfirmation at time of quote and order.



https://www.parchem.com/
https://www.parchem.com/quote
https://www.parchem.com/quote
https://www.parchem.com/specialty-chemical-raw-material-quality-control#iso
https://www.parchem.com/specialty-chemical-raw-material-quality-control#usda
https://www.parchem.com/specialty-chemical-raw-material-quality-control#kosher
https://www.parchem.com/specialty-chemical-raw-material-quality-control#dea
https://www.parchem.com/specialty-chemical-raw-material-quality-control#atf
https://www.parchem.com/specialty-chemical-raw-material-quality-control#ttb
https://www.parchem.com/chemical-supplier-distributor/methyl-acetate-003470
https://www.parchem.com/chemical-supplier-distributor/methyl-acetate-003470
https://www.parchem.com/chemical-supplier-distributor/methyl-acetate-003470

www.parchem.com

parchem

fine & specialty chemicals

GIVE US A CALL
800-282-3982
@14-654-6800

GET A QUICK QUOTE

Specifications [ Linits
Vapor Density 2.55
Molecular weight 74.09

Solubility

ethanol, diethyl ether, acetone, benzene, chloroform

Color

|| colorless volatile liquid

Chemical Structure

Yoa

o]

Flash Point

15.00 °ETCC

Appearance

|| colorless clear liquid

Refractive Index

1.35800 to 1.36300 @ 20.00 °C

Melting Point

-98.00 to0 -97.00 °C. @ 760.00 mm Hg

Acid Value

1.00 max. KOH/g

| Vapor Pressure

| 368.000000 mm/Hg @ 25.00 °C

logP (o/w)

0.18
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Specifications Limits
Assay ©8.00 fo 100.00 %
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