
Typical Product Specifications & Properties

Petrolatum
CAS Number: : 8027-32-5; 8009-03-8

Specifications Limits

Flash Point COC °C > 150°C

Density (lbs/gal(US)@20°) 780-880 kg/m3 @70 °C

Solubility test (10 grams in 80 gram Ipopropyl
Alcohol)

(in water @ 20°C ) : <0.1g/l

Viscocity
@ 100°C : 6.3 mm2/s ..by DIN
51562

Vapor Pressure <0.01 mbar

Congealing point 50.5 ..by DIN ISO 2207

Sensoric White paste

Cone penetration
@ 25°C : 163 mm/10 --- by DIN
51580

Odor Odorless

https://www.parchem.com/
https://www.parchem.com/quote
https://www.parchem.com/quote
https://www.parchem.com/specialty-chemical-raw-material-quality-control#iso
https://www.parchem.com/specialty-chemical-raw-material-quality-control#usda
https://www.parchem.com/specialty-chemical-raw-material-quality-control#kosher
https://www.parchem.com/specialty-chemical-raw-material-quality-control#dea
https://www.parchem.com/specialty-chemical-raw-material-quality-control#atf
https://www.parchem.com/specialty-chemical-raw-material-quality-control#ttb
https://www.parchem.com/chemical-supplier-distributor/petrolatum-001439
https://www.parchem.com/chemical-supplier-distributor/petrolatum-001439
https://www.parchem.com/chemical-supplier-distributor/petrolatum-001439

