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Typical Product Specifications & Properties

Titanium Dioxide Rutile

CAS Number: : 13463-67-7

Specifications | Limits
Specific Resistance 8000 OHM/CM
pPH 6.0

Dispersability

According to agreed sample

Whiteness 1 96.8%
TiO2 Content 94.5% min
Rutile Content 98.0%

Oil absorption

21.0 G/100G PIGM

Surface treatment

| AI203, Si02, organic

Moisture at 105°C 0.6% max
Tint-reducing power 1800 Reynolds
Residue on Sieve 0.045 MM 0.01%
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415 Huguenot Street, New Rochelle, New York 10801

Disclaimer: this is a web generated product specification and property document. All information on this document is subject to reconfirmation at time of quote and order.



https://www.parchem.com/
https://www.parchem.com/quote
https://www.parchem.com/quote
https://www.parchem.com/specialty-chemical-raw-material-quality-control#iso
https://www.parchem.com/specialty-chemical-raw-material-quality-control#usda
https://www.parchem.com/specialty-chemical-raw-material-quality-control#kosher
https://www.parchem.com/specialty-chemical-raw-material-quality-control#dea
https://www.parchem.com/specialty-chemical-raw-material-quality-control#atf
https://www.parchem.com/specialty-chemical-raw-material-quality-control#ttb
https://www.parchem.com/chemical-supplier-distributor/titanium-dioxide-rutile-000212
https://www.parchem.com/chemical-supplier-distributor/titanium-dioxide-rutile-000212
https://www.parchem.com/chemical-supplier-distributor/titanium-dioxide-rutile-000212

